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INTRODUCTION

Thank you for purchasing a NEXT LA122A/LA122WA Line Array element. This manual will provide you
with useful and important information about your NEXT LA122A/LA122WA element. Please devote some time
reading this manual and keep it at hand for future reference. NEXT-proaudio is concerned with your safety
and well-being, so please follow all instructions and heed all warnings. Also, a better understanding of some
specific features of the LA122A/LA122WA line array element will help you to operate your system to its full
potential. With a continuous evolution of techniques and standards, NEXT-proaudio, reserves the right to
change the specifications of its products without early warning. For the most current data, please visit our
website: www.next-proaudio.com

UNPACKING

Each NEXT LA122A/LA122WA line-array element is built in Europe (Portugal) by NEXT-proaudio, to the
highest standard and thoroughly inspected before it leaves the factory. When unpacking the NEXT
LAT122A/LAT122WA, examine it carefully for any signs of possible transit damage and inform your dealer
immediately if any such damage is found.

It is suggested that you retain the original packaging so that the system can be repacked in the future if
necessary. Please note that NEXT-proaudio and its authorized distributors cannot accept any responsibility for
damage to any returned product using non-approved packaging.

LA122A/LA122WA OVERVIEW

The LA122A/LA122WA is part of the NEXT-proaudio LA series. It’s a compact line array element that
incorporates an impressive battery of high technology features that makes it able to achieve an
unprecedented level of performance on compact line array systems.

The LA122A/LA122WA incorporates a special 12” low frequency transducer employing a 75mm voice
coil and neodymium magnet motor assembly. High frequency reproduction relies on the exceptional
characteristics of two 1.4” neodymium compression drivers designed for use in applications where high SPL
and low distortion are required. A titanium diaphragm featuring a 65mm copper-clad, aluminium flat-wire
voice coil, yields high sensitivity, low distortion and extended frequency response.

The two HF drivers are loaded by a wave converter with path length equalization, the ICWG, that
transforms the spherical waves into cylindrical isophasic waves coupling seamlessly with the other high
frequency transducers of the array. For maximum flexibility, this line-array element is available in two different
coverage angles configuration: 90° horizontal by 8° vertical (LA122A) and 120° horizontal by 15° vertical
(LA122WA). A combination of these modules provides optimum vertical coverage for any application.

The integration with the new 1650 Wrms DPAmplifier makes these systems even more versatile. With
each unit having its own DSP and amplifier, all interconnected and individually controlled, new possibilities are
opened for new and innovative modes of operation.
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SAFETY FIRST

It's important that loudspeaker systems are used in a safe manner. Please take some time to review the

following points concerning safe use of the NEXT LA122A/LA122WA line array element.

-
DANGER - HEARING DAMAGE

LA Series systems can produce extremely high sound pressure levels and
should be used with care. Hearing loss is cumulative and can result from
levels above 90dB if people are exposed for a long period. Never stand
close to loudspeakers driven at high levels.

~\

RISK OF ELECTRIC SHOCK
DO NOT OPEN

TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER
NO USER SERVICEABLE PARTS INSIDE
REFER SERVICE TO QUALIFIED PERSONNEL
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GROUND STACKING

T

= = =2 =4 -

Always ensure that the floor or structure where the stack will be placed is even and can withstand the
weight of the complete stack.

Do not stack speakers too high, especially outdoors where winds could topple the stack.
Place cables in a way that they do not present a trip hazard.

Do not place any objects on top of the stack, they can fall accidentally and cause injuries.
Do not attempt to move the enclosures while connected.

Try not to operate the LA122A/LA122WA under heavy rain or moisture, it is weather-resistant but not
completely “weather-proof”.

Do not expose the systems to extreme heat or cold conditions to prevent component damage.

RIGGING AND SUSPENSION

Before rigging or suspending NEXT LA122A/LA122WA systems, inspect all components and all
hardware for any signs of damage or missing parts.

If you find any damaged, corroded or deformed parts, do not use them, replace them immediately.

Do not use hardware that isn’t load rated or that its’ rating is not enough to handle the system’s weight
with a good safety factor (4 minimum). Don’t forget that the hardware won't just hold the systems
weight. It must be sturdy enough to handle dynamic forces like winds and other, without any part
deformation. NEXT-Proaudio advises customers to contact a licensed, professional engineer regarding
equipment installation.

NEXT LA122A/LA122WA system installation should only be carried out by qualified personnel.

Always use adequate protective clothing and equipment to prevent possible injuries.

Only install the systems on solid, levelled ground and isolate the surrounding area during installation
and operation, to prevent general public presence near the systems.

Be sure you understand all local and national regulations regarding equipment installation.

Failure to comply with these instructions may result on injury or death.
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LA122A/LA122WA AMPLIFIER

The heart of the new powered line-array series is a powerful, light weight, highly efficient Class D power
amplifier module, with switch mode power supply, that delivers an impressive sonic punch with perfectly
balanced, rich and transparent sound at any volume. The integrated DSP with A/D-D/A low noise converters
provides 8 selectable memories (6 factory defined and 2 user defined) that can be accessed by an easy
selector, located on the module front panel or real time edited by a PC, using the supplied SOUNDWARE
software, via USB remote control. This allows to easily customize the sound program, for various applications.

With the SOUNDWARE software it is possible to edit each one of the 6 pre-loaded configurations and
store it in any of the 2 free memories. Editable parameters are input equalization, input delay, input High-
pass/Low-pass filters and the “Bass Enhancer” function. A total of 255 units can be controlled simultaneously
by the software.
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